
NO   Description   QTY.
 

Propain 
partnumber-version

1 001916-AO Front_triangle 1
2 001781-AF Rear_triangle 1
3 001939-AD Battery cover 1
4 001950-AE Upper_link 1
5 001947-AE  Lower_link 1
6 001974-AE Battery_mount_adapter_top 1
7 001975-AD Battery_mount_adapter_bottom 1

18
9 001995-AH DT_protector

001854-AB Brake_Adapter_200/220
1
110 001996-AG Engine cover DS    
111 002221-AI Engine cover Non-DS   
112 002033-AD

SS_protector  113 
Cable_guide_large    

001992-AB
314 002035-AA

Cable_guide_DT 215 001612-AB
Rear axle_148_12P1_184     (12Nm) 116 001983-AA
Axle_15x109xM10x1 117 001953-AA
Axle_15x53_M10x1 118 001952-AA
Nut_M10x1x23custom    119 001644-AB

120 001628-AC
Nut_M10x1x20,5custom 221 001976-AD

000605-AB 15mm_clamp_Axle_Cap     (15Nm)22 2
23 001626-AA

 001714-AA
10mm_clamp_Axle_Cap     (15Nm)

Bolt_M10x1x12custom     (15Nm)

2
24 4
25 001346-AC Bolt_M10x1x18custom     (15Nm) 2
26 001622-AA Bolt M8x38_custom     (15Nm) 1
27 001719-AA Bolt_M5x9custom 4
28 001741-AA Bolt M6 x 20 flathead din 6912     (8Nm) 2
29 001710-AA Bolt_M3x6 DIN7991 4
30 002019-AA Bolt_M5x16_DIN7991 4
31 001715-AA Bolt M4x12 ISO 7380-1 3

EKANO 2 CF - Standards

Shock length 205 mm
Shock travel 62.5 mm
Shock mount top 8 mm x 25 mm
Shock mount bottom  TRUNNION
Rear wheel travel 170 mm 

Seat clamp diameter 36.4 mm

Brake mount 

  

Post mount 200 mm / 220 mm
Seat post diameter 

  

31.6 mm

Head set (S.H.I.S.) Top: ZS56 / Bottom: ZS56
Rear wheel axle 12 mm
Rear hub width 148 mm
Chain line 55 mm
Chain guide mount none
Tire size Mix / 29“ 
Max. Fork travel 180 mm

32 001886-AA Bolt_M5x11_ISO7380-2 2
33 002337-AA

002339-AA
002338-AA

Bolt_M5x14_ISO7380-2
Bolt_M4x12_ISO7380-1
Bolt_M4x16_ISO7380-1

2
34 2
35 6

36 001961-AA
001205-AB
002013-AA

001627-AA

Washer_battery_mount
washer 10.5x0.25
Washer_15,00x28,00x4,50

Washer 15x22x3.5

1
37 2
38 2
39 1
40 001204-AA

001957-AA
001977-AA

001955-AA
001207-AA

000006-AA

Washer 15x2.5mm

Washer_15x22x4,50
FlipChip_SS
Spacer_15x19
barril 20x16

Bearing_15x28x7_NoS61902-2RS  
Bearing_10x26x8/11

2

41 1
42 4
43 1
44 1
45 9

001532-AA46 2
47 000602-AB

001385-AB
001739-AA

001988-AA
001989-AA

Dust_cap_seal

Dust_cap_seal
UDH hanger     (20Nm)

Boellhoff_Quickloc_Receptacle_11x14
Boellhoff_Quickloc_LockingBolt

4

48 2
49 1
50 1
51 1

CS_protector

Nut_M10x1x17custom     

001990-AA Boellhoff_Quickloc_RetainingWasher52 1

PROPAIN EKANO 2 CF 2023 170 mm 29“
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E K A N O  2  C F  Explosion Drawing - Spare Parts - Standards
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Use Loctite 243 on thread
Apply grease

34

13

19

24

26


